SELF-DIAGNOSIS

BECOME A DOCTOR FOR MACHINE AND STEAM SYSTEMS TODAY!
AUDIPHONE AP1

FEATURES
1. Different from a simple wire detector, TLV-AP1 amplifies the sound of trap operation. Faulty operation can easily be identified.
2. Lightweight, portable, and easy to handle.
3. TLV-AP1 can also be used for checking bearings of electric motors and various machines.

DIMENSIONS

<table>
<thead>
<tr>
<th>Model</th>
<th>AP1</th>
</tr>
</thead>
<tbody>
<tr>
<td>Length</td>
<td>1190mm</td>
</tr>
<tr>
<td>H</td>
<td>228mm</td>
</tr>
<tr>
<td>Weight</td>
<td>108 g</td>
</tr>
</tbody>
</table>

APPLICATION

- Electric Motor
- Valve Leakage
- Machine Tool Bearing
- Steam Equipment

Specifications are subject to change without notice.

TLV INTERNATIONAL, INC.
881 Nagasuna, Noguchi-Cho, Kakogawa Hyogo 675-8511, JAPAN
Phone: 0794-27-1818
Fax: 0794-25-7633 0794-27-0210 0794-22-0112
E-mail: tlv-japan@tlv.co.jp

( Rev. 7/90 Printed in Japan)